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High-
Performance
Computing

Paralink”®
Flat Woven

Maximum routing flexibility
meets
proven Paralink excellence

ADVANTAGES

o Excellent XT performance due to
individually shielded pairs

o Pioneered shielded mesh technology
for overall EMI shielding
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BizLink’s latest ParaLink flat woven cable

* Unique cable structure for optimal is there to change the game in high-speed connectivity!
air-flow, routing and space usage Its groundbreaking flat woven design merges the proven signal integrity of our
ParalLink series with unparalleled routing flexibility for both inside racks and
o Optimized for flexible termination inter-switch connections. Get connected with a revolutionary non-braid weaving
and processability technology integrating superior shielding while allowing for easy pair separation

and tight bending radii. Experience optimized airflow and uncompromising Sl

performance in a cable that redefines adaptability.
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PROVEN PARALINK EXCELLENCE FOR UP TO 224 GBIT/S

Configuration options
o Flexible pair configurations
o AWG sizes from 34 to 26

Superior
e Impedance 85,92 & 100 ParalLink 60s
o Available data rates 25 Gbit/s up to 224 Gbit/s per lane pair design

o FRNC & PFAS-free designs

e VW-1 upon request 4% )% )‘ \ C

e 2 to 16+ pairs (coax, single insulated wires possible) > % -
Dual drain ( “ %)
Single drain
No drain

SUPERIOR FLEX-SHIELD TECHNOLOGY

* “No braid” innovative shield design
e Optional additional outer pair shield

e Better Sl-performance compared to bundled design with jacket
e Conducting PET, PA, Aramid, FRNC yarns in different colours

e Minimal stress weave process Excellent

S| & no braid

BEST-IN-CLASS FLAT-TO-ROUND TRANSFORMATION

Non continuous weave controlable:
e.g. Loose (15cm) = Flat(170cm) = Loose (15¢cm)
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